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Current State: Disconnect Current View: Configure View

[V set Document  [C] Set Product
— Barcode Configuration
-2 barcode configure

- interface configure
- transmission configure

I-@&3 running configure
|- image settings
l -3 instruction settings

1. menu bar

File(F) Communication(S) Options(L) Help(H)

2. Shortcut keys

» o mld i@ U e =E)E

(D @ & W 6 6 O @& O W a aK$

(1) Connect & disconnect

(2) View Result

(3) Debugging

(4) Firmware upgrading

(5) Product Version

(6) New (to clear the displayed information in the area no.6 )
(7) Undo previous operation

() Print

(9) Merge setting codes ( to merge several setting codes into one setting code)
(10) Image capture

(D) Image save

(12 Result save
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3. Connect/ disconnect status, Current View status

4. Setting codes (configuration) area

Select (tick) the “Set document” and choose the setting option from the left side column and then double
click it to generate a setting code on the right area.

5. Configuration explanation
It explains the function of the selected setting code.

6. Display area
It displays the setting code or decoding result or the image.

B. Connection and configuration

Important attention:

@ To setup the barcode scan engine, it’s unnecessary to connect the scan engine with this configuration tool,
just find out all requested setting codes from “setting code area” and scan them from computer screen directly
then the configuration activates immediately.

@ Two situations needing to connect the scan engine with this tool :
(a), When the scan engine works under the interface of USB virtual com or RS232.
(b), To upgrade the firmware of the scan engine.

1. Connect & disconnect

(a), When the scan engine works under the serial port or USB virtual COM port, click the connected icon @

and select the corresponding Com port to connect it.
The default parameter as shown below: 115200-8-1-n

88 Serial Port Configuration R

Serial port parameter settings

port: COM1 %
baud rate: 115200 v
data bit:
stop bit:
parity bit: None

J Connect
J

© -

(b). To disconnect the scan engine, click the disconnect icon S?

-3.-
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2. Scan engine configuration

(a). Barcode enable/disenable (Barcode configure)
Scan the enable/disenable setting code to enable/disenable a corresponding type of barcode.

(b). Interface configuration
a). Interface mode: Used for setting up / switching between USB-HID and USB- Virtual Com.
B). Baud rate setting: the scan engine can be set in different baud rate as below.

=l interface configure
- @) interface mode
B---‘;-'.ZEI. baud rate
= 9600
-} = 19200
-l = 38400
-} = 57600
| = 115200
-} = 128000
| = 230400
-} = 256000
-l = 460800

(c), Transmission configuration

® Prefix setting & suffix setting

(1), Tick the “insert a tab” to insert a “tab” key as a prefix or suffix. Tick the “insert a line feed” to insert an
“Enter” key. (if only for “tab” or “Enter”, no need to input any character on the space).

(2), Insert whatever character on the space as a prefix or suffix.

[¥] set Document  [C] Set Product

-3 barcode configure
‘i;: interface configure
=3 transmission configure
é\ %\ prefix settings
hea prefix
=) suffix settings
hew suffix
E\) symbology identifier < Ok ® cancel
~- 8 enable
. disenable ‘ T
1L running configure ‘[
- image settings
+-{ instruction settings

I

”
B8 Output Format Settings

[Jinsertatab [ linserta line feed
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(d), Running configuration

It is used to setup the trigger mode, timeout setting, lighting setting, buzzer and time interval setting, etc.

-8 running configure

w4\ trigger Mode

1-%_) timeout settings

%\ auto sleep

-4\ fill flash settings

1%} aimer flashing

-4\ buzzer volume settings

-4 buzz number settings

-4\ time interval between different results
+‘§_) time interval between same results

+| '+‘j'“+

S v

® Trigger mode

Button mode (key mode): The scan engine starts decoding when pressing button and it stops decoding when
releasing the button. The scan engine stops automatically when it decodes successfully.

Continuous mode : The scan engine starts decoding continuously when the button is pressed the first time, it

stops decoding when the button is pressed the second time.

Automatic mode : The scan engine keeps decoding automatically after power on. The button is invalid under
this mode.

Sensing mode: The scan engine starts decoding once barcode detected and it keeps on standby when no
barcode has been detected.

Pulse mode : When the button is pressed, the scan engine will keep decoding until it decodes successfully or
the setting time is up (the setting time is defined by “time out setting” as below).

-8 Pulse mode
=% timeout settings
- 8 {imeout

® Timeout setting
Set the duration time for above pulse mode.

® Auto sleep
The scan engine enters into a sleep mode automatically.

® Fill flash setting
Set the status of fill flash.
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® Aiming flashing
Set the status of aimer flash.

@ Buzzer volume setting
Set the volume of buzzer.

® Buzz number setting
Set the number of times of buzzer ringing after decoding successfully.

® Time interval setting

(1), Set the time interval(count in millisecond) for decoding different barcodes.
(2), Set the time interval(count in millisecond) for decoding same barcodes.

B8 Time Interval Settings between dﬁerent results 28
= - a2

Time Interval of Output Between Different Results:

(0-65535) 2000 ms

¥ Ok @ Cancel

(e), Image settings
The shutter speed(count in millisecond) can be set according to specific environment to improve the image
quality.

(f), Instruction setting
(1),Scan the “start decoding" or "stop decoding" setting code to "trigger" a scan or stop decoding the barcode.
(2), Restore the factory setting

When the scan engine works with this tool under USB Virtual COM or RS232, all the factory default setting
codes will be marked with a symbol star " * ". Please refer to the page 12t for those factory setting codes.

C. Multiple Setting Codes Merging

To merge several setting codes into one setting code, follow the below steps:

(1), Select required setting code and list them as below picture:



8 BarcodeSetTool N ~

Fle(F) Communication(S) Options(L) Help(H)

Current State: Disconnect Current View: Configure View

/| Set Document Set Product
trigger Node key mode

3-8 running configure =
> oo o LA
‘ \) timeout settings <AWE14100
+ \ b ash settings inking
\\g:uzsieeo £i11 flash blink ¢
' il flash settngs &
- amer flashing = I"" IIII Ill
- am‘aysoff <A¥>624101
= binking aimer flashing blinking
= always on
STy — MW

8- buzz number settings

. {AW624201
#-1) tme interval between dfferent resu

(2), Click the “Merge Setting Codes” button to generate a new setting barcode. Scan this only one new bar

code to finish the setting of\qll the above listed bar codes.

B8 BarcodeSetTool

File(F) Communication(S) Options(L) Help(H)

A=l 1 I @t R

Current State: Disconnect Current View: Configure View

[V] set Document [ Set Product

=-{3 running configure -
-4\ trigger Mode

-4} timeout settings 5 trigger Mode key mode

#-4.) auto sleep fill flash settings blinking
&%) fil flash settings aimer flashing blinking

E

() aimer flashing sttt 1]

-~ 8 always off <AW>614100<4W>624101<AW>624201
- = blinking

= always on
-4} buzzer volume settings
-5} buzz number settings
-4\ time interval between different resu
f

#-4 ) time interval between same results ~
<| 1 | »

m

m

keep the aimer flashing blinking -

D.Output and Pictures

(1) Display decoding result.

When the scan engine works with this configuration tool under the RS232 or USB virtual com, press the “View
Result” icon to display the decoding result.
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B8 BarcodeSetTool
File(F) Communication(S) Options(L) Help(H)

- @m— 2 == e

COM11,Connecting Current View: Decoding Result

frent State:

A

arcode configure

View Result [|ierface configure

|\ interface mode

Barcode Decoding Data:

i » RS-232*
)
-4\ baud rate
(-{ transmission configure
-0 running configure
-7 image settings
=7 instruction settings
-4\ instruction category
(-4} restore factory settings
[#-%\ 1D/2D barcode settings

m

M

(2), Capture picture

Click the image capture icon to get a picture.

ol e b

Current State: Disconnect Current View: Configure View

| S—

| F—

|»

[V Set Document [ Set Product

=-&5 barcode configure
#-@F interface configure
t-@l transmission configure

=-@J running configure

-4 image settings

&= instruction settings

E. Command Debugging

We can setup / configure the scan engine via "command ",

1. Connect the scan engine with this configuration tool under RS232 or USB virtual com mode, click the "Debu
gging" icon :



B BarcodeSetTool

File(F) Communication(S) Options(L) Help(H)

P @

Current State: COM11 Connecting
r

- barcode configure
-4 interface configure
=-4) interface mode

i B RS-232%

@-%\ baud rate

-7 transmission configure
#-&3 running configure
- image settings

=7 instruction settings
@-4\ instruction categor
(-4} restore factory set|
@-%\ 1D/2D barcode sef]

o ik

Current View:

="

= ¥

¢ el

Decoding Result

B8 Command Debugging

Commands :

Data Display :

il Clear

@ Close
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2. Input the command and click send button. (you can find the command list from Protocol Map.xls under the

SDK package.)

#8i Command Debugging | & |
Commands:
(&) Send
Data Display :
Im Clear @ Close
Example :

We want to set the scan engine in sensing mode:
a. We get the below command from the “Protocol Map.xls”:

21 61 trigger

Itis :

41 trig mode

21614103

00 ker mode 22 61
01 continious mode

02 automatic mode

03 Sensing mode

04 wave mode

b. We enter the command in the space.

41 X

4

01
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38 Command Debugging X

Commands :

21614103

Send
Data Display :

->» 0x21 0x61 0x41 0x03 -
<-0x22 0x61 0x41 0x03 0x00

[l Clear @ Close

c. The data after the symbol -> is sent by hex; And the data after the symbol <-is the returned data from
the scan engine. Then the scan engine is set well in sensing mode.

F. Firmware upgrade

1. Then follow the below steps:
® Keep the circled button pressed (do not release) and connect the scan engine with computer.

@ After it’s connected, release the button.
® Then run the :Configuration Tool.exe, and press the ‘firmware upgrade’ icon, see below:

-10 -



B8 BarcodeSetTook & & W & & & LA L L I

File(F) Communication(S) Options(L) Help(H)

PRamEl) e .

Current State: Disconnect Current View: Configure View
: -~
Set Document  [7] Set Product p
“
{3 barcode configure B8 Firmware Download li‘

{7 interface configure
{3 transmission configure
{3 running configure

{3 image settings Select File.. I

{7 instruction settings

Port: COM1 i Erase Product Parameters

! |

 Start @ Cancel

[l

2. Select the corresponding Com port and firmware, press ‘start’:

88 Firmware Download | X

Port: COM11 v Erase Product Parameters

Select File.. r:\Users\boboDeskmp\barooderO.9.47Beta. 298 b

« Start ® cancel
88 Firmware Download % |
Port: COM11 v Erase Product Parameters

Select File.. r:\Users\bobo\Desktop\barcoderO.Q.47Beta. 298 b

Completion!

&/ Start @ dose

When it is completed, you need to re-connect the scan engine with computer.

Upgrade done.

-11 -
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G. Factory default Setting as below, iabeted with symbol: *

Set Document [7] set Product

3-{0 barcode configure

B‘\) QR code

- Enable *

‘.. = Disable

=-%\ PDF417 code

- Enable *

‘.. = Disable

=% Chinese-sensible code
- » Enable *

=%} DataMatrix
> Enable *
‘.. s Disable
B4 Aztec

..... > Enable *

=%} MicroQR
----- = Enable

m
(il
o
R g
=
=
[a]
[=]
- |
o
al

=%} EAN-13

=%\ Enable/Disable

. > Enable *

i = Disable

=%\ Check character output mode
----- > Qutput *
foa Not output

=) EAN-8

=-%) Enable/Disable

> Enable *

i = Disable

=% Check character output mode

® Qutput *

‘= Not output

m

E—]\) Code93
=%} Enable/Disable
. > Enable *

> Enable *

-8 Disable
=% UPC-A
%) Enable/Disable
| » Enable *

B\) Check character output mode

> Output*

-8 Not output

=%} UPCE

-4 Enable/Disable

: vvvv ®> Enable *

i ‘s Disable

=%\ Check character output mode
- » Output *
- Not output

e b Not output *

m

2 Codell
=%} Enable/Disable
> Enable®
‘s Disable
=% Decoding check digit
- » no parity™
a1 digital
= 2 digital
L. s Auto calibration
=-%_) Output mode
» OUtDUt*
f. = Not output
=% Code39
=%\ Enable/Disable
> Enable *
i a Disable
=% Decoding check mode
- » No check mode*
- & Code32 check mode
- Modulo 43 mode
) Full ASCII extended
- a Enable
=%\ Start/Stop character output mode
rrrr e Qutput
- » Not output™®
=-%\ Check character output mode
.= Output

m
g

m

m

T * » Not output™
= Disable ‘ ‘
— 24} MSI o
=-%_} Codeba = P
\3 e ;I . &%)\ Enable/Disable
= nable/Disable :
; > Enable *
R Enable * & akia
ST Bkt Decoding check mode
=%} Decoding check mode

----- s Check mode

- » No check mode *

=% Check character output mode

..... s Qutput

----- > Not output *

=%} Start/Stop character output mode

----- = ABCD mode ouput

----- = abcd mode output

"""" * Not output™®

=%} Standard 2 of 5

£-% Enable/Disable

. > Enable *

: ‘.. o Disable

El\) Decoding check mode

i ----- ®» No check mode™

: “ s Modulo 10 mode

=%} Check character output mode
..... = Qutput
L Not output™®

-12 -

m

= No check mode

» Modulo 10 mode*®

= Modulo 11 mode

= Twice modulo 10 mode

= modulo 11,modulo 10 mode
L—J\) Check character output mode
ep Output *

= Not output

=%} GS1 DataBar

2-%) Omni-Directional

. i Enable®

- & Disable

Limited

> Enable *

. = Disable

=4} Expanded

. Enable *




B4} Matrix 2 of 5
-4\ Enable/Disable
> Enable *
i = Disable
=-%) Decoding check mode
= Check mode
i - » No check mode *
=%\ Check character output mode
fen Qutput
“- > Not output*
=%} Interleaved 2 of 5
%) Enable/Disable
- » Enable *
- = Disable
% Decoding check mode
= Check mode

® No check mode *

=%} Check character output mode
L a Output

L. > Not outout *

m

3@ interface configure
=-%) interface mode
e B RS_232*
wee. @ HID
=% baud rate
~ = 9600
- 18200
-8 38400
-8 57600
- » 115200 *
-~ e 128000
-8 230400
-~ e 256000
-8 460800
=%\ Hid keyboard settings

-~ » North America*®
- = Spanish windows
- & German windows
- French windows
-8 Italian windows
- o Swedish windows
-8 UK windows
-~ o Braziian windows
-~ = |atin American windows
- India windows
-~ = Korea windows
== Rugcian windoweg

=9\ buzzer settings
B‘x«} buzzer volume settings
. - a low volume
- » medial volume *
= high volume
=%\ buzz number settings
- B 0
- 1%
- B 2
=-% decoding time interval settings

- > time interval * : 0

=-%\ time interval between same results
> time interval * : 0

=%} Sensing mode sensitivity setting

- e level 1

- u level 2

- > level 3 *

----- = level 4

-8 level 5

B\_) time interval between different results

m

m
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> suffix *

-3 running configure

> key mode *

= continuous mode
= Automatic mode
= Sensing mode

= Pulse mode

-% timeout settings

- » timeout * : 5000

=% auto sleep

..... > Enable *

&%) fill flash settings

- = always off
- » blinking *
----- = always on

=%} aimer flashing

- = always off
-~ » blinking *

image settings

=%} exposure control

N SN shutter speed *: 0

) fill flash mode

-8 Non-PWM

. e PWM*

=) Fill light brightness in PWM

- & Fixed brightness

- »  Automatical brightness®

, instruction settings

2% instruction category

| s start decoding

i ‘= stop decoding

=%\ restore factory settings

- factory settings

=-%.) 1D/2D barcode settings

= disable al decoding

= Enable 1D barcode decoding
= Enable 2D barcode decoding
- = Enable all decoding

-13 -
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